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Standard Industrial Classification 
5083 ï Farm and Garden Machinery and Equipment 

North American Industry Classification 
42182 ï Farm and Garden Machinery and Equipment 

Application  
Agricultural chemical application includes bulk dispensing 
of herbicides, insecticides and pesticides using various 
types of farm/tractor equipment. Chemical is transported to 
the point of use in a drum or IBC which is then connected 
via tubing and a positive displacement pump to fill the 
onboard chemical reservoir. The DrumQuik

®
 PRO enables 

quick, safe and easy connections while protecting workers 
and preventing chemical spills. 

Agricultural Chemical Dispensing 

Pressure: 
< 20 psi 

Temperature: 
Ambient 

CPC Part Numbers: 
DQPRO120208 ï Polypropylene İò NPT coupler 
DQPRO202BUT ï HDPE, 2ò buttress drum insert 
DQPRODT985 ï HDPE dip-tube 
NS6D24008 and NS6D17008 NS6 coupling body and 

insert 

Features/Benefits: 
 

Integrated dip-tube dispensing system 

 Leak-free container changeouts 

 Closed system dispensing contains noxious fumes 

 Prevents hazardous chemical spills 

 Protects workers and the environment 

 Recyclable dip-tube promotes environmentally 
responsible container management 

Features/Benefits: 
 

Rugged dispense head (coupler) 

 Withstands harsh operating environments 

 Eliminates hazards associated with open container 
dispensing 

 Reusable design for thousands of connections 

 Facilitates faster container changeouts 

SIC 
5083 

NAICS 

42182 

In This Application 
The DrumQuik PRO dip-tube and drum insert are installed 
in the chemical container and the dispense head is 
connected in line to a pump to fill the chemical reservoir on 
the tractor.  

Media: 
Agricultural 
chemicals 

 

 

 


