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Standard Industrial Classification 
3582 – Commercial Laundry Equipment 
 

North American Industry Classification 
333312 – Commercial Laundry, Dry Cleaning and 
Pressing Machine Manufacturing 

Application  
Commercial laundry facilities require the dispensing of 
soap, fabric softener, pH neutralizer and dry cleaning 
chemicals via a peristaltic or dosing pump. Multiple 
containers and lines are connected to one dispensing 
manifold and plumbed to laundry equipment. 

Industrial Laundry Equipment 

Pressure: 
< 20 psi 

Temperature: 
Ambient 

CPC Part Numbers: 
 

DQPRO120208 – Polypropylene ½” NPT coupler 
DQPRO202BUT – HDPE, 2” buttress drum insert 
DQPRODT985 – HDPE dip-tube 
NS4D24004 and NS417006 NS4 coupling body and insert 

Features/Benefits: 

 

Integrated dip-tube dispensing system 

 Leak-free container changeouts 

 Closed system dispensing contains noxious fumes 

 Prevents hazardous chemical spills 

 Protects workers and the environment 

 Recyclable dip-tube promotes environmentally 
responsible container management 

Features/Benefits: 
 

Rugged dispense head (coupler) 

 Withstands harsh operating environments 

 Eliminates hazards associated with open container 
dispensing 

 Reusable design for thousands of connections 

 Facilitates faster container changeouts 

SIC 
3582 

NAICS 

333312 

In This Application 
The DrumQuik

®
 PRO and color-coded, non-spill quick 

disconnect couplings are installed on the chemical 
containers and delivery lines to enable quick, safe and 
easy connections without hazardous chemical spills or 
misconnected process lines. Odors and fumes are 
eliminated creating a safer work environment. 
 

Media: 
Industrial 

laundry and dry 
cleaning 

chemicals 

 

 
 

 

 


